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Effectively remove iron-containing impurities in raw materials of industries
such as rubber and plastics, PET, food, chemical, fertilizer, biochemical,
recycling, and glass raw materials

¥ & Features
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It can also be used in liquid

Magnetic force on bar surface can reach 13000 Gauss

It can be manufactured with the desired lengths

It is also possible to design rings, screw hole, handles, etc
. The tube surface can be processed with teflon and nitriding

#2 #& Specification
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1. Magnetic force between 3,000 to 13,000 Gauss according
to customer needs

2. Pipe material : SUS304, SUS316 Tube Diameter : ¢25.4
mm,according to customer needs

3. Tube shape can be made with round-type or square-type
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Easy to install on the feed port or discharge port of hopper or middle of the
feeder and effectively remove iron-containing impurities in raw materials

¥ ¥ Features
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It can also be used in liquid

. Magnetic force on bar surface can reach 13000 Gauss

. Custom sizes and designs available

. It is also possible to design rings, screw hole, handles, etc.

. The tube surface can be processed with teflon and nitriding

. Double tube design available for easy cleaning

. Custom number of tubes and configuration based on the raw material
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1. Magnetic force between 3,000 to 13,000 according to be designed
according to customer needs

2. Pipe material : SUS304, SUS316 Tube Diameter : ¢ 25.4 mm
according to be designed according to customer needs

3. Double tube design available for easy cleaning
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Connected to the production line to remove iron impurities contained in
the raw materials.

¥ ¥ Features
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1. Magnetic orce on bar surface can reach 13000 Gauss

2. Flanges and ferrules can be designed to be connected to
the production line

3. The tube surface can be processed with teflon and nitriding

4. Fully welded around, providing a high level of cleanliness
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1. Magnetic force between 3,000 to 13,000 according to be designed
according to customer needs

2. Pipe material: SUS304, SUS316

3. Double tube design available for easy cleaning

¥ ¥ Features
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Applicable to separate ferrous materials from liquid or slurry material o
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1. Magnetic force on bar surface can reach 13000 Gauss
2. Flanges and ferrules can be designed to be connected to the production line

3. The tube surface can be processed with teflon and nitriding i

4. Fully welded around, providing a high level of cleanliness g

5. Custom sizes and designs available B
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1. Magnetic force between 10,000 to 13,000 according to be designed
according to customer needs

2. Pipe material: SUS304, SUS316

3. Double tube design available for easy cleaning
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